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2" CALIPER TREE SPECIMEN, CENTRAL
LEADER SHALL NOT BE CUT,
PRUNE BROKEN BRANCHES

SEE NOTE 5.

USE WEBBED TREE TIE OR NOTCHED
PLASTIC TREE CHAIN OR OTHER
APPROVED TREE TIE PRODUCT. MAKE
SURE IT IS LOOSELY PLACED.

SEE NOTE 5.
2”x2” HEM/FIR STAKES

TRUNK FLARE MUST BE JUST ABOVE GRADE. DO NOT
BURY WITH MULCH OR SOIL.

LEVEL SURFACE EVEN WITH THE SIDEWALK, AVOIDING
INJURY TO THE TRUNK FLARE.

OVER EXPOSED SOIL, DISTRIBUTE 3"—4" CRUSHED
GRANITE TO A UNIFORM DEPTH INTO ALL CORNERS OF
THE TREE WELL. TAMP DOWN TO CREATE A SMOOTH,

127 VARIE_S| OF TREE

REMOVE ALL MATERIALS

SURROUNDING THE ROOT

CONCRETE SIDEWALK
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THE CROWN OF THE ROOT BALL SHALL BE
LOCATED BELOW CRUSHED GRANITE ELEVATION.

AMENDED SOIL, PER WA STATE ECOLOGY BMP T5.13
TAMPED DOWN TO PREVENT SETTLING

BACKFILL WITH MIX OF AMENDED AND NATIVE SOIL

WIDTH OF PLANTING PIT SHALL BE 3 TIMES LARGER THAN ROOT BALL.
FOR DECIDUOUS TREES, 2" CALIPER MINUMUM AND BRANCHING STARTS
5" ABOVE GRADE (UNLESS OTHER APPROVED BY CITY).

FOR PLANTING DISTANCES NEAR INTERSECTIONS AND DRIVEWAYS, REFER

TO PRE—-APPROVED PLANS NOTEBOOK.

TREES SHALL NOT BE PLANTED WITHIN 10" OF ANY UG UTILITY ACCESS,
WHICH MAY BE LOCATED IN THE PLANTER STRIP OR ADJACENT SIDEWALK.

STAKE ONLY WHEN NECESSARY OR IF REQUIRED
BY THE CITY; INCLUDE TIMELINE FOR REMOVAL OF

STAKES AND TIES.
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